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AMPLIFIED
WI F I Amplified Wifi Speaker

Master and Slave

Frequency Response: 65Hz-20Khz
I N CE I LI N G RMS Power: 2x50 watts

Impedance: 8ohms
PEA KE R 1 Sensitivity (Tw/1m): 90Db
=) ‘ Woofer: 6.5"” (165mm)
< O Tweeter: 1.2” (30mm) Titanium Dome

/“ Treble Setfing: +3Db/-3Db

Magnet Grill

7, O/Q@Q Aux RCA Input

SOLD IN PAIRS




IN-CEILING
SPEAKERS

UIC-65

In-Ceiling Speaker
Frequency Response: 60Hz-20Khz
Efficiency: 90dB

RMS Power: 60W

Nominal Impedance: 8ohm

Weight: 1.48Kg

Woofer Size: 6.5” Polypropylene Cone
Tweeter Size: 0.75” Silk Dome
Magnet Grill
SOLD IN UNITS



IN-CEILING - Catng
- In-Ceiling Speaker

Frequency Response: 62Hz-20Khz
S PEA KE RS Efficiency: 89dB
q RMS Power: 60W
Nominal Impedance: 8ohm
Weight: 1.75Kg
Woofer Size: 6.5” Kevlar Woven Cone
Tweeter Size: 1” Titanium Dome

Magnet Grill
SOLD IN UNITS




SPEAKER
CABLE

ELITE-16/4SP
Speaker Cable
Contractor Type
16AWG, 4-conductor
1000 Feet

Dual Shielding Jacket
Insulate: PVC 2.1Tmm / Average Thickness 0.31Tmm
Jacket Outer Diameter: PVC 6.4mm /Thickness 0.6mm
Operation Temperature: 75C
Voltage Rating: 300V

ELITE-14/2SP
Speaker Cable
Contractor Type
14AWG, 2-conductor
1000 Feet

Dual Shielding Jacket
Insulate: PVC 2.6mm / Average Thickness 0.36mm
Jacket Outer Diameter: PVC 6.4mm / Thickness 0.6mm
Operation Temperature: 75C

Voltage Rating: 300V

Eﬁte



HDMI
CABLES

iy

AV540-SHE19G-1.5

HDMI Cable

1.5 Meters / 4.92 Feet

Version: 1.4

Audio Return Channel

3D Over HDMI

Expanded Support for Color Spaces

AV540-SHE19G-3

HDMI Cable

3 Meters / 9.84 Feet

Version: 1.4

Audio Return Channel

3D Over HDMI

Expanded Support for Color Spaces

AV540-SHE19G-5

HDMI Cable

5 Meters / 16.40 Feet

Version: 1.4

Audio Return Channel

3D Over HDMI

Expanded Support for Color Spaces

Eﬂte



